earth cover

200mm thick
polysheet cover

natural ground

graded stone
level

or gravel

SOAK PIT-SECTION ELEV.(typical)

Corrugated aluzinc sheet,
Gauge 28 maroon color

2"X4" Timber

wall plate

"X4" Timber
puriin
"X4" Timber

Wire netting to cover
00mm PVC Pipe

100mm PVC Pipe

internal/external walls
finished with cement
lime plaster

150mm thick masonry
wallmortar mix 1:4

150mm thick masonry wall, plasteré
and painted. With 150mm@ round
holes

100mm thick RC

Slab 200x200mm
RC ring beam(1:2:4)

75mm thick splash apron slab
3m deep pit (LINED)

SRSSRSSSNY
—

3000

150mm thick > 200mm thick masonry
mass concréte wall % wall,mortar mix 1:4
wall footing (1:3:6) ;

% 200m|

7 hardcf4 200x200mm

% PIT RC ring beam(1:2:4)

150mm thick
‘mass concrete wall
wall footing (1:3:6)

Section Y-Y

SCALE

2100

Timber Framed,Battened
Braced Door with latch
inside and 3 hinges

s Timber Framed,Battened,
Braced Door with latch
inside and 3 hinges

gauge28 corrugated
aluzinc sheet

"X4" Timber purlin
2"x4" timber r3

500x250mm

louver block 35mm@ MS
75mm slab handrail
ongrade (1:3:6
imber fly

proof cover
150mm compacted | S
harcore fill 5 RG ring boarm(1:24)
200x200mm
PIT RC ring bearst472:4)
150mm thick /e A

mass concrete wall
wall footing (1:3:6)

Wire netting to cover
100mm PVC Pipe
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